WERFORCE

Smart, Optimal, Dependable Charging

480/600VAC HF Conventional Modular Charger
Industrial Battery Charger (Designed for Deka lead battery technology)

SPECIFICATION REFERENCE
BATTERY

NUMBER OF MODEL AMP-HOUR | DC OUPTPUT ACINPUT | ACINPUT | APPROX.
BATTERY CELLS NUMBER CAPACITY |  AMPS AMPS AT 480 | AMPS AT600 | WEIGHT
FOR 8 HRS. VAC 6OHZ-3 PH | VAC 6OHZ-3PH | (LBS.)
12 400EB1-12 400 65 3 2.1 2.1 54
12 600EB2-12 550 9 3 40 3.2 66
12 750E82-12 750 122 3 5.0 10 66
12 900EB2-12 900 147 3 6.0 18 66
12 1000EB3-12 1000 163 3 6.7 5.3 79
12 1200E83-12 1200 196 3 8.0 6.4 79
12,18 400EB1-18 400 65 3 10 3.2 54
12,18 550E82-18 550 90 3 55 44 66
12,18 750EB2-18 750 122 3 75 6.0 66
12,18 900EB2-18 900 147 3 9.0 72 66
12,18 1000EB3-18 1000 163 3 10.0 8.0 79
12,18 1200EB3-18 1200 196 3 12.0 9.6 79
12,18 1375E83-18 1375 224 3 13.7 1.0 79
12,18 1800EB4-18 1800 293 3 17.9 123 92
12,18,24 350E81-24 350 57 3 17 37 54
12,18,24 600EB2-24 600 9 3 8.0 6.4 66
12,18,24 765E83-24 765 125 3 10.2 8.2 79
12,18,24 900EB3-24 900 147 3 12.0 956 79
12,18,24 1000EB3-24 1000 163 3 13.3 10.6 9
12,18,24 1200E84-24 1200 196 3 16.0 12.8 92
12,18,24 1400EB4-24 1350 220 3 18.0 144 %2
12,18,24 2000E86-24 2000 326 3 26.6 213 150
12,18,24,36,40°* | 450EB2-40 150 7 3 9.9 7.9 66
12,18,24,36,40°* | 700EB3-40 700 114 3 15.5 12.4 79
12,18,24,36,40* | 925EB4-40 925 151 3 205 16.4 92
12,18,24,36,40°* | 1150E85-40 1150 187 3 25.4 203 139

MODEL NUMBERS EB1-EB4: 14”Hx14”W x16”D

MODEL NUMBERS EB5-EB8: 28"H x 14"W x 16"D

** Control does not auto select between 36 and 40 cell
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