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TIN-PLATED  
COPPER LUGS
•	 Resists Corrosion
•	 Lugs can be crimped or 	
	 soldered and are stackable
•	 Gauge stamped on lug 	
	 for easy identification
•	 Flared ends for easy 	
	 entry
• UL Listed

SNAP PLUGS

T TAP
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Part Number Gauge Stud Hole Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

31259 8 #10 Bag 50 0.50

31260 8 1/4” Bag 50 0.50

31261 8 5/16” Bag 50 0.50

31262 8 3/8” Bag 50 0.50

31344 4 1/2” Bag 50 1.00

31345 2 1/2” Bag 50 1.50

31346 1 1/2” Bag 50 1.50

31347 1/0 1/2” Bag 50 2.00

31348 2/0 1/2” Bag 50 2.50

31349 3/0 5/16” Bag 50 3.00

31350 3/0 3/8” Bag 50 3.00

31351 3/0 1/2” Bag 50 3.00

31352 4/0 5/16” Bag 50 4.00

31353 4/0 3/8” Bag 50 4.00

31354 4/0 1/2” Bag 50 4.00

Part Number Gauge Style Insulation Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

38351 12-10 MALE SNAP PLUG PVC Bag of 100 1 0.22

38352 12-10 FEMALE SNAP PLUG PVC Bag of 100 1 0.33

Part Number Gauge Style Insulation Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

38353 16-14 T-TAP PVC Bag of 100 1 0.20

38351

31351

31349

38352
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BUTT CONNECTORS

Part Number Gauge Style Insulation Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

38354 22-18 BUTT CONNECTOR NYAX HEAT SHRINK Bag of 1000 1 2.87

38357 22-18 BUTT CONNECTOR NYLON Bag of 100 1 0.21

38355 16-14 BUTT CONNECTOR NYAX HEAT SHRINK Bag of 1000 1 3.75

38358 16-14 BUTT CONNECTOR NYLON Bag of 100 1 0.28

38356 12-10 BUTT CONNECTOR NYAX HEAT SHRINK Bag of 1000 1 3.60

38359 12-10 BUTT CONNECTOR NYLON Bag of 100 1 0.46

38363 8 to 12-10 STEP BUTT CONNECTOR NYAX HEAT SHRINK Bag of 25 1 0.29

38360 26-22 BUTT CONNECTOR PVC Bag of 100 1 0.08

INDUSTRIAL PLUGS
•	 Single piece housings made of impact resistant polycarbonate  
	 offers high physical strength & superior dielectric properties
•	 Silver plated solid copper contacts offer low resistance for superior conductivity
•	 Self cleaning contact design resists arcing by keeping  
	 conductive surfaces clean & free of corrosion
•	 Contacts have flared & heat treated barrels which readily accept  
	 fine stranded wire & allow easy, quality crimping
•	 Integral stainless steel springs maintain constant pressure on the  
	 contact to ensure a consistent, low resistance connection
•	 Kits include contacts & housing

Part Number Kit Type Color Gauge Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

09688 50 AMP GREY 10-12 Box of 1 1 0.08

LUG BOOTS
•	 Temperature rating of 80°C (176°F)
•	 Meets V-2 UL 94 standards
•	 REACH, RoHS and WEEE compliant material

Part Number Gauge Color Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

31288 1-2 Black Bulk 1500 31.00

31289 1-2 Red Bulk 1500 31.00

31290 1/0-2/0 Black Bulk 1500 31.00

31291 1/0-2/0 Red Bulk 1500 31.00

QUICK DISCONNECTS

Part Number Gauge Style Insulation Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

38349 22-16 FEMALE QUICK DISCONNECT PVC Bag of 100 1 0.12

38361 22-18 FEMALE QUICK DISCONNECT PVC Bag of 100 1 0.13

38350 16-14 FEMALE QUICK DISCONNECT PVC Bag of 100 1 0.11

38362 16-14 FEMALE QUICK DISCONNECT PVC Bag of 100 1 0.13

31288 31289 31290 31291

38362383503836138349

38354 38358 38356 38359 38360
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CABLE TIES
Miniature Cable Ties
•	 Working temperatures from -40°F to 185°F
•	 Shorter & thinner for small spaces & light wire management
•	 Three-tooth pawl design - cable tie locks in 3 places for highest strength possible
•	 Unique stay tab design to maintain the closed loop without locking
•	 Black cable ties contain 2% carbon black per MIL-spec  
	 to provide most effective outdoor solution
•	 High tensile strength with low insertion force

Intermediate Cable Ties
•	 Working temperatures from -40°F to 185°F
•	 Small but easier to install than 18 lb. ties
•	 Three-tooth pawl design - cable tie locks in 3 places for highest strength possible
•	 Unique stay tab design to maintain the closed loop without locking
•	 High tensile strength with low insertion force

Standard Cable Ties
•	 Working temperatures from -40°F to 185°F
•	 Most common size for versatile applications
•	 Three-tooth pawl design - cable tie locks in 3 places for highest strength possible
•	 Unique stay tab design to maintain the closed loop without locking
•	 Black cable ties contain 2% carbon black per MIL-spec  
	 to provide most effective outdoor solution
•	 High tensile strength with low insertion force

Part Number Length Tensile Strength Color Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

31265 4" 18 lbs. Black Bag of 100 1 0.10

31266 4" 18 lbs. Black Bag of 1000 1 0.80

31267 6" 18 lbs. Black Bag of 100 1 0.10

31268 6" 18 lbs. Black Bag of 1000 1 1.10

31270 8" 18 lbs. Black Bag of 100 1 0.20

31271 8" 18 lbs. Black Bag of 1000 1 1.30

Part Number Length Tensile Strength Color Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

05717 7" 50 lbs. Natural Bag of 100 1 0.29

05725 7" 50 lbs. Black Bag of 100 1 0.30

31269 7" 50 lbs. Black Bag of 1000 1 3.00

05718 11" 50 lbs. Natural Bag of 100 1 0.39

05726 11" 50 lbs. Black Bag of 100 1 0.50

31263 11" 50 lbs. Black Bag of 500 1 2.20

05723 14" 50 lbs. Natural Bag of 100 1 0.47

05727 14" 50 lbs. Black Bag of 100 1 0.60

31264 14" 50 lbs. Black Bag of 500 1 2.70

Part Number Length Tensile Strength Color Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

05716 5" 40 lbs. Natural Bag of 100 1 0.16
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CABLE TIES, CONTINUED
Light Heavy Duty Cable Ties
•	 Working temperatures from -40°F to 185°F
•	 Great for industrial & commercial applications
•	 Typically used for larger cable management, hoses, packaging
•	 Three-tooth pawl design - cable tie locks in 3 places for highest strength possible
•	 Unique stay tab design to maintain the closed loop without locking
•	 Black cable ties contain 2% carbon black per MIL-spec to  
	 provide most effective outdoor solution
•	 High tensile strength with low insertion force

Heavy Duty Cable Ties
•	 UL Listed - 181B
•	 Working temperatures from -40°F to 185°F
•	 Typically used in HVAC, industrial, commercial
•	 Three-tooth pawl design - cable tie locks in 3 places for highest strength possible
•	 Unique stay tab design to maintain the closed loop without locking
•	 Black cable ties contain 2% carbon black per MIL-spec  
	 to provide most effective outdoor solution
•	 High tensile strength with low insertion force

Mounting Hole Cable Ties
•	 Working temperatures from -40°F to 185°F
•	 Allows for quicker mounting to secure & position wire bundles to panels with one fastener
•	 Three-tooth pawl design - cable tie locks in 3 places for highest strength possible
•	 Unique stay tab design to maintain the closed loop without locking
•	 Black cable ties contain 2% carbon black per MIL-spec  
	 to provide most effective outdoor solution
•	 High tensile strength with low insertion force

 

Part Number Length Tensile Strength Color Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

05763 14" 120 lbs. Black Bag of 100 1 1.50

Part Number Length Tensile Strength Color Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

05764 24" 175 lbs. Black Bag of 50 1 1.60

Part Number Length Tensile Strength Color Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

05765 7" 50 lbs. Black Bag of 100 1 0.40

31275 7" 50 lbs. Black Bag of 1000 1 3.80

05766 11" 50 lbs. Black Bag of 100 1 0.50

31274 14" 50 lbs. Black Bag of 100 1 0.60

05767 14" 120 lbs. Black Bag of 100 1 1.70



CABLE TIES, CONTINUED
Mounting Pads - Adhesive Type
•	 Working temperatures from -40°F to 185°F
•	 Convenient center hole & 4-way cable tie entry
•	 Utilizes a durable, rubber adhesive
•	 Valuable for identifying, bridging, or mounting items to panels,  
	 walls, masonry, and a variety of other substrates

Mounting Pads - Screw Type
•	 Working temperatures from -40°F to 185°F
•	 Deep cradle design provides maximum support for larger bundles & tubing
•	 Recessed screw hole allows cable ties to easily pass over screw head
•	 Valuable for identifying, bridging, or mounting items to panels, walls,  
	 masonry, and a variety of other substrates

BATTERY BOXES
•	 Polypropylene boxes protect battery in  
	 marine & commercial applications
•	 Vented for safety
•	 Includes all hardware for installation
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Part Number Length Type Color Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

31272 1" Base Black Bag of 100 1 0.40

31273 3/4" Base Black Bag of 100 1 0.30

Part Number Length Type Color Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

31276 #6 Screw Black Bag of 100 1 0.20

31277 1/4" Screw Black Bag of 100 1 0.50

31278 #10 Screw Black Bag of 100 1 0.50

31279 #8 Screw Black Bag of 100 1 0.20

Part Number Group Size Outside Dimensions 
(LxWxH)

Inside Dimensions 
(LxWxH) Packaging Master Carton 

Quantity
Master Carton 
Weight (Lbs.)

31286 GC2 26.75 x 12.75 x 14.00 21.625 x 9.50 x 11.50 Bulk 1 7.33

31287 8D 26.75 x 16.50 x 14.00 21.625 x 11.75 x 13.00 Bulk 1 9.38

31286 31287
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FUSES

Part Number TYPE VOLTAGE RATING AMPERAGE RATING Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

31292 GLASS 32 10 Box of 5 1 0.03
31293 GLASS 32 15 Box of 5 1 0.03
31294 GLASS 32 20 Box of 5 1 0.03
31295 GLASS 32 25 Box of 5 1 0.03
31296 GLASS 32 30 Box of 5 1 0.03
31297 GLASS 32 5 Box of 5 1 0.03
31298 GLASS 32 7.5 Box of 5 1 0.03
31299 BLADE 32 10 Bag of 100 1 0.30
31300 BLADE 32 15 Bag of 100 1 0.30
31301 BLADE 32 20 Bag of 100 1 0.30
31302 BLADE 32 25 Bag of 100 1 0.30
31303 BLADE 32 3 Bag of 100 1 0.30
31304 BLADE 32 30 Bag of 100 1 0.30
31305 BLADE 32 40 Bag of 100 1 0.30
31306 BLADE 32 5 Bag of 100 1 0.30
31307 BLADE 32 7.5 Bag of 100 1 0.30
31308 CARTRIDGE 32 20 Bag of 25 1 0.20
31309 CARTRIDGE 32 30 Bag of 25 1 0.20
31310 CARTRIDGE 32 40 Bag of 25 1 0.20
31311 CARTRIDGE 32 50 Bag of 25 1 0.20
31312 CARTRIDGE 58 30 Bag of 25 1 0.12
31313 CARTRIDGE 58 40 Bag of 25 1 0.12
31314 MAXI BLADE 32 20 Bag of 25 1 0.30
31315 MAXI BLADE 32 30 Bag of 25 1 0.30
31316 MAXI BLADE 32 40 Bag of 25 1 0.30
31317 MAXI BLADE 32 50 Bag of 25 1 0.30
31318 MAXI BLADE 32 60 Bag of 25 1 0.30
31319 MAXI BLADE 32 70 Bag of 25 1 0.30
31320 MAXI BLADE 32 80 Bag of 25 1 0.30
31321 HIGH CURRENT 32 100 BAG OF 1 1 0.02
31322 HIGH CURRENT 32 150 BAG OF 1 1 0.03
31323 HIGH CURRENT 32 175 BAG OF 1 1 0.03
31324 HIGH CURRENT 32 60 BAG OF 1 1 0.02
31325 MINI BLADE 32 10 Bag of 100 1 0.10
31326 MINI BLADE 32 15 Bag of 100 1 0.10
31327 MINI BLADE 32 20 Bag of 100 1 0.10
31328 MINI BLADE 32 25 Bag of 100 1 0.10
31329 MINI BLADE 32 3 Bag of 100 1 0.10
31330 MINI BLADE 32 30 Bag of 100 1 0.10
31331 MINI BLADE 32 5 Bag of 100 1 0.10
31332 MINI BLADE 32 7.5 Bag of 100 1 0.10
31333 SEMI CONDUCTOR 150 AC / 100 DC 150 BOX OF 1 1 0.18
31334 SEMI CONDUCTOR 150 AC / 100 DC 200 BOX OF 1 1 0.18
31335 SEMI CONDUCTOR 150 AC / 100 DC 250 BOX OF 1 1 0.18
31336 SEMI CONDUCTOR 150 AC / 100 DC 300 BOX OF 1 1 0.18
31337 SEMI CONDUCTOR 150 AC / 100 DC 350 BOX OF 1 1 0.18
31338 INDICATOR 600 AC / 300 DC 35 BOX OF 10 1 3.60
31339 INDICATOR 600 AC / 300 DC 40 BOX OF 10 1 3.60
31340 CLASS CC 600 10 BOX OF 10 1 0.20
31341 CLASS CC 600 15 BOX OF 10 1 0.20
31342 CLASS CC 600 20 BOX OF 10 1 0.20
31343 CLASS CC 600 25 BOX OF 10 1 0.20

Glass Blade Cartridge Maxi Blade High Current Semi ConductorMini Blade Indicator Class CC
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FUSE HOLDERS

LOOM

Part Number Type Wire Gauge Amperage Rating Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

31280 MINI BLADE W/CAP 12 30 BAG OF 25 1 1.00

31281 STANDARD BLADE W/CAP 12 30 BAG OF 25 1 1.25

31282 SEALED STANDARD BLADE 12 30 BAG OF 25 1 1.50

31283 MAXI BLADE W/CAP 8 60 BAG OF 25 1 4.18

31284 ACG CRIMP --- 30 BAG OF 25 1 0.75

31285 MEGA W/COVER & BOOTS --- 250 BAG OF 1 1 0.27

Part Number Length Size Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

31355 100' 1" Box of 1 1 5.52

31356 300' 1" Box of 1 1 16.55

31357 100' 3/4" Box of 1 1 5.15

31358 550' 3/4" Box of 1 1 19.35

31359 150' 1-1/2" Box of 1 1 15.55

31360 50' 2" Box of 1 1 8.05

TINNED BONDED PARALLEL

10/2 Gauge    Stranding:  19/23    Nominal OD:  0.175 x 0.350

12/2 Gauge    Stranding:  19/25    Nominal OD:  0.144 x 0.288

14/2 Gauge    Stranding:  19/27    Nominal OD:  0.117 x 0.234

16/2 Gauge    Stranding:  19/29    Nominal OD:  0.103 x 0.206

18/2 Gauge    Stranding:  16/30    Nominal OD:  0.094 x 0.188

Length Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

Red/ 
Black

100' SPOOL 1 14.00 31220

500' REEL 1 74.00 31221

Length Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

Red/ 
Black

100' SPOOL 1 10.00 31222

500' REEL 1 70.00 31223

Length Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

Red/ 
Black

Blue/
Black

Brown/
Black

Grey/
Black

Pink/
Black

Yellow/
Black

100' SPOOL 1 7.00 31228 31224 31225 31226 31227 —

500' REEL 1 34.00 31235 31230 31231 31233 31234 31237

Length Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

Red/ 
Black

Blue/
Black

Grey/
Black

Pink/
Black

White/
Black

100' SPOOL 1 5.00 31241 31238 31239 31240 —

500' REEL 1 24.00 31245 31242 31243 31244 31246

Length Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

Red/ 
Black

100' SPOOL 1 3.00 31247

500' REEL 1 15.00 31248

31280 31281 31282 31283 31284 31285



TINNED ROUND MULTI-CONDUCTOR BOAT CABLE

18/2 Gauge Round    Stranding:  16/30    Nominal OD:  0.190

18/3 Gauge Round    Stranding:  16/30    Nominal OD:  0.200

18/4 Gauge Round    Stranding:  16/30    Nominal OD:  0.217

6/4 Gauge Round    Stranding:  266/30    Nominal OD:  0.975

TINNED MULTI-CONDUCTOR BOAT CABLE

6/2 Gauge    Stranding:  266/30    Nominal OD:  0.436 x 0.772

6/3 Gauge    Stranding:  266/30    Nominal OD:  0.450 x 1.008

8/2 Gauge    Stranding:  133/29    Nominal OD:  0.362 x 0.607

8/3 Gauge    Stranding:  133/29    Nominal OD:  0.363 x 0.885  

Length Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.) Red/Black w/Grey

500' REEL 1 15.00 31249

Length Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

Black/White/Green 
w/Grey

1000' REEL 1 22.00 31250

Length Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

Red/Black/White/
Green w/Grey

1000' REEL 1 30.00 31251

Length Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

Red/Black/White/
Green

100' REEL 1 74.00 31258

Length Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

Red/
Yellow

Red/ 
Black

100' REEL 1 40.00 31252 31253

Length Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

Red/
Yellow

Red/ 
Black

100' REEL 1 22.00 31255 31256

Length Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

Black/
White/Green

100' REEL 1 62.00 31254

Length Packaging Master Carton 
Quantity

Master Carton 
Weight (Lbs.)

Black/
White/Green

100' SPOOL 1 35.00 31257
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