
Batteries that Give You Back Control  
in Uncontrollable Temperature Environments

Exclusive Thermal Management  
Technology System
• Helios™ Additive – Exclusive additive reduces float 

current up to 75% enhancing high temperature life

• Microcat® Catalyst – Lowers float current, mitigates 
thermal buildup and cell dryout

• IPF® Technology – Exclusive process optimizes 
capacity, cell consistency and long term reliability

• TempX™ Alloy – Optimized positive alloy inhibits 
corrosion under the highest temperature extremes

• Completely Recyclable – Fully recyclable to reclaim 
lead, acid, and plastics

SOME LIKE IT HOT

Rail Signal applications support a vital mode of transportation, and  
the conditions can be brutal. High temperature environments, sunbaked 
surfaces – all in areas without any cooling mechanism – can put the 
equipment, especially batteries, in a very hot situation. 

Take back control of uncontrollable temperature environments –  
Deka Fahrenheit batteries were made for situations just like this.  
In fact, with our Exclusive Thermal Management Technology System,  
these batteries when compared to others, really do “like it hot.”



CELL TYPE AMP 
HR.

RATINGS IN AMPERES AT 77°F (25°C) TO

 1.75 V.P.C.   1.78 V.P.C.  1.81 V.P.C.

8 HR. 10 HR. 24 HR. 100 HR. 8 HR. 10 HR. 24 HR. 100 HR. 8 HR. 10 HR. 24 HR. 100 HR.

HT45-5 91 11.4 9.6 4.58 1.21 11.3 9.49 4.52 1.21 11.2 9.34 4.49 1.2

HT45-7 137 17.1 14.4 6.88 1.81 17.0 14.2 6.79 1.81 16.8 14.0 6.73 1.8

HT45-9 183 22.9 19.2 9.17 2.42 22.6 19.0 9.05 2.41 22.4 18.7 8.98 2.39

HT45-11 229 28.6 24.0 11.5 3.02 28.3 23.7 11.3 3.01 27.9 23.4 11.2 2.99

HT45-13 274 34.3 28.8 13.8 3.63 34.0 28.5 13.6 3.62 33.5 28.0 13.5 3.59

HT45-15 320 40.0 33.6 16.0 4.23 39.6 33.2 15.8 4.22 39.1 32.7 15.7 4.19

HT45-17 366 45.7 38.4 18.3 4.84 45.3 37.9 18.1 4.82 44.7 37.4 18.0 4.79

HT45-19 411 51.4 43.2 20.6 5.44 50.9 42.7 20.4 5.42 50.3 42.0 20.2 5.39

HT45-21 457 57.1 48.0 22.9 6.05 56.6 47.4 22.6 6.03 55.9 46.7 22.4 5.99

HT45-23 503 62.9 52.8 25.2 6.65 62.3 52.2 24.9 6.63 61.5 51.4 24.7 6.58

HT45-25 549 68.6 57.6 27.5 7.26 67.9 56.9 27.1 7.23 67.1 56.1 26.9 7.18

HT45-27 594 74.3 62.4 29.8 7.86 73.6 61.7 24.9 7.84 72.7 60.7 29.2 7.78

HT45-29 640 80.0 67.2 32.1 8.47 79.2 66.4 31.7 8.44 78.2 65.4 31.4 8.38

HT45-31 686 85.7 72.0 34.4 9.07 84.9 71.1 33.9 9.04 83.8 70.1 33.7 8.98

HT45-33 731 91.4 76.8 36.7 9.68 90.6 75.9 36.2 9.64 89.4 74.7 35.9 9.58

CELL 
TYPE

HT45 SINGLE CELL CAN DIMENSIONS

LENGTH WIDTH HEIGHT WEIGHT

IN. MM. IN. MM. IN. MM. IB. KG.

HT45-5 2.25 57.2 6.70 170.1 16.11 409.1 26 12

HT45-7 3.00 76.1 6.70 170.1 16.11 409.1 34 15

HT45-9 3.75 95.1 6.70 170.1 16.11 409.1 42 19

HT45-11 4.50 114.2 6.70 170.1 16.11 409.1 50 23

HT45-13 5.25 133.2 6.70 170.1 16.11 409.1 58 26

HT45-15 6.00 152.3 6.70 170.1 16.11 409.1 66 30

HT45-17 6.75 171.3 6.70 170.1 16.11 409.1 74 34

HT45-19 7.50 190.4 6.70 170.1 16.11 409.1 82 37

HT45-21 8.25 209.4 6.70 170.1 16.11 409.1 90 41

HT45-23 9.00 228.5 6.70 170.1 16.11 409.1 98 44

HT45-25 9.75 247.5 6.70 170.1 16.11 409.1 106 48

HT45-27 10.50 266.6 6.70 170.1 16.11 409.1 114 52

HT45-29 11.25 285.6 6.70 170.1 16.11 409.1 122 56

HT45-31 12.00 304.7 6.70 170.1 16.11 409.1 130 59

HT45-33 12.75 323.7 6.70 170.1 16.11 409.1 138 63

-40 -20 0 20 40 60 80 100 120
0

20

40

60

80

100

120

E.P.M. Form No. 2741 11/23 © 2023 by EPM  Printed in U.S.A.

East Penn Manufacturing Co.            Lyon Station, PA 19536-0147            Phone: 610-682-3263            Fax: 610-682-0891           www.dekabatteries.com

e-mail: reservepowersales@dekabatteries.com   

All data subject to change without notice. No part of this document may be copied or 
reproduced, electronically or mechanically, without written permission from the company.

PROPOSITION 65 WARNING: Battery posts, terminals and related accessories contain 
lead and lead compounds, chemicals known to the State of California to cause cancer and 
reproductive harm. Batteries also contain other chemicals known to the State of California 
to cause cancer. WASH HANDS AFTER HANDLING.


